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Activ Turf Pro

Installation Instructions

The following installation procedure should be employed when installing Activ Turf Pro
synthetic turf roll goods products for interior applications only. This procedure applies to
concrete (fully cured) and other acceptable substrates, including: concrete, APA rated
marine grade plywood, fiberglass and aluminum when surface is clean and roughened
to promote bonding.

1.

The substrate must be fully cured, with any contaminants removed. Proper curing
time will range from 45-60 days after substrate installation.

The substrate surface must be thoroughly cleaned. This should include sweeping,
vacuuming, and mopping to ensure removal of all dirt, paint, grease, oils or any
contaminants that will prevent proper adhesion.

Activ Turf Pro roll goods product should be unrolled and allowed to lay out and relax
at least one hour before installation. Ideal temperature for the installation to take
place is 55 to 95 degrees Fahrenheit and the relative humidity should fall between
10% and 65%.

Activ Turf Pro should be pre-cut for each area, allowing some excess for proper
seaming and edging or any trimming necessatry.

MI 1500 adhesive is recommended for the interior installation of Activ Turf Pro roll
goods. This adhesive is ideal for interior workout spaces.

Surface Preparation: Substrates must be structurally sound, dry, smooth, flat, level
and free of excess moisture/alkali and all substances (oil, wax, grease, oil based
sealers, adhesives, etc.) that might interfere with the performance of the installation.

Ensure the appropriate flatness/smoothness to prevent accelerated wear.

All substrate cracks, holes, high spots and irregularities must be adequately
repaired to ensure a smooth, finished appearance to prevent show through and
accelerated wear.

Patching compounds must be suitable for the use application, polymer-modified
and applied according to the manufacturer’s instructions.

Expansion or other moving joints must not be filled or covered with flooring. Refer
to ASTM F710 Standard Practice for Preparing Concrete Floors.
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Wood - Subflooring, such as APA underlayment rated plywood, hardwood,
oriented strand board (lightly sanded), or other materials, must be flooring grade
and installed to the manufacturer’s specifications.

Refer to CRI Carpet Installation Standard available at www.carpet-rug.org.

General: Avoid hot, sunny, windy or rainy conditions during installation - do not install on
wet surfaces.

Turf must be installed when air, flooring and substrate temperatures are between
45-95°F with a maximum relative humidity (RH) of 65%, 48 hours before, during
and 72 hours afterward.

Ensure adequate ventilation during flooring installation.

Adhesive Application and Installation:

90% RH is the maximum allowable moisture content for existing concrete
subfloors. 99% RH for new slabs with declining RH values and an intact vapor
retarder, when tested following the protocol of ASTM F2170.

The MI 1500 adhesive must be applied using a 1/32” x 1/16” x 1/32” U-notched
trowel (FFA), holding the trowel at an angle of approximately 60° to the prepared
substrate without voids or puddles. Do not make any sharp turns with the trowel
to avoid an uneven application of the adhesive. Replace all trowels every 3.5
gallons to ensure proper spread rate; do not re-notch.
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Allow approximately 10-20 minutes of open time (depending on site conditions).
Installation can begin when the adhesive becomes clear and does not transfer to
the finger tips when lightly touched. Open working time to place the Activ Turf Pro
into the adhesive is 2 hours. When placing the sheets into the adhesive make
sure the seams are tight & flush.

Once each roll-drop of Activ Turf Pro has been been laid into the adhesive, the
entire area should be rolled using a 35 Ib. roller (for urethane cellular foam
backed Activ Turf Pro). The entire floor covering area should be rolled in both E-
W, N-S directions to assure full coverage proper bond, paying particular attention
to roll edge seams for complete adhesion.
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e All Activ Turf Pro seams should be sealed by placing a 1/8 inch head of Seam
Sealer (non-flammable) at the interface of the turf fiber and the primary-
secondary backing. The two seam edges should be butted together to assure
even placement and complete seam sealing. The seam sealer can prevent tuft
loss, raveling, and prevent water penetration at the Activ Turf Pro seam edges.

After Installation: Restrict foot traffic and moving of heavy objects for 24 to 48 hours to
allow adhesive to cure properly. Premature traffic can cause installation failure and/or
seam separation.

Refer to material safety data sheet prior to installation for additional information
regarding adhesive. For installation questions that are not covered in this document
please contact Matter Surfaces ™ technical department at (800) 628-7462.
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