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Purfilm Plus 

General Information 

Purfilm Plus is a double layer adhesive film suitable for laying resilient floor coverings, providing a 
clean, fast, odorless and strong bond. Refer to the flooring documentation for confirmation of 
suitability; all are available at www.mattersurfaces.com.  
 

This product must be used for interior applications only and must be used only by professional 
commercial flooring installers that have sufficient professional liability insurance coverage (aka Errors 
and Omissions Insurance) for the project.   

All Safety Data Sheets (SDS) and installation, maintenance and warranty requirements must be read, 
understood and followed. 

These instructions supersede any verbal or written instructions from Matter Surfaces representatives 
and must be followed in order for the limited warranty to be in effect. 
 
Note: ASTM documents are available from www.astm.org. 

Technical Data 
TVOC ≤ 0.5 mg/m³ 

CDPH/EHLB Standard Method v1.2-2017 (CA 01350) 
Composition Acrylate copolymers, wetting and defoaming agents, carrier material, paper 
Color  Transparent 
Packaging Cardboard Carton 
Shelf Life Up to 24 months in unopened carton, store indoors in dry, moderate conditions 

between temperatures of 50° F - 90° F (10°C - 32°C) 
Minimum 
Application 
Temp 

59° F (15° C) at floor level 

Flash Time Unlimited 

Setting/Cure 
Time 

None (At 70° F and 50% relative humidity) 

Ready for Foot 
Traffic 

Immediately after installation 

Joint Sealing Immediately after installation 
Rolling Load 72 hours  

Limited 
Warranty 

Equal to the warranty years of the Matter Surfaces flooring, provided Purfilm Plus is 
listed in the product documentation.  No warranty is provided under any other 
circumstances. 

Roll 
Dimensions 

Coverage 
 
Field Roll 
Edge Roll 

262 ft²  
 
29.5” x 100’ 
2” x 100’  
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Document every process of the testing, preparation and installation with video or photographs. 

Warning 
The Occupational Safety and Health Administration (OSHA) has exposure limits for people exposed 
to respirable crystalline silica; these limits must be followed. All local, state and federal regulations 
must be followed, this includes but is not limited to the removal of in-place asbestos containing 
material. Do not install over a chemically abated subfloor, contact the Matter Surfaces technical 
department first. 

Substrate Preparation 
The substrate must be sound, level, smooth, surface dry, free from cracks and thoroughly 
vacuumed to be clean and free from debris that would impair adhesion. Vacuum the substrate well 
with an industrial vacuum cleaner. Mositure measurement is not necessary, but the surfaces must 
not show any visible moisture. Check the substrate in accordance with applicable standar or notices 
and report any deficiencies. Prime substrates wih Purfilm Plus Primer. 

Power polished concrete floor coverings can be bonded directly with Purfilm Plus without prior 
leveling, provided the surface condition is sufficient.  The data sheets for other products used must 
be observed. 

Allow floor coverings to relax and acclimatize sufficiently in the room to be covered (the 
specifications of the flooring manufacturer must be observed). Allow Purfilm Plus to acclimatize in 
the room to be installed for at least 24 hours. 

Application 
Apply Purfilm Plus Edge Tape along walls and doors, a.) to level out uneven walls, b) for 
increased adhesion around edges, c) for bonding in hard-to-reach places. Do not remove 
protective paper yet. 

Unroll Purfilm Plus in the direction of the new floor covering, rub down well and then cut back with 
a hook knife. Maximum 1/16” (1 mm) gap allowed, with no overlaps. Install the last layer of Purfilm 
Plus from the wall. Cut back the resulting overlap to butt joint with the hook knife. Only roll out as 
much Purfilm Plus as the floor covering that will be installed the same day. 

Installing resilient and textile floor coverings 
Lay out the floor covering and loosely fit it in place. Fold back the floor covering halfway in the 
running direction. Then peel off the protective paper of  Purfilm Plus flat and straight down the 
folded back floor covering. Cut off the pulled off protective paper leaving a remnant of 4” (10 cm). 
Fold the remnant under the folded back floor covering (forming a flap). Stack protective paper and 
roll up to minimize waste volume. Push in first flooring half gradually (avoid air bubbles) and rub 
down / roll on in transverse direction. Fold back the second half of the paper with the help of the 
flap. Slowly push in the floor covering, rub down / roll on and cut in at the edge to fit. 

Joints and seams of resilient floor coverings in sheets and tiles (exception: design coverings in 
planks and tiles) must be thermally / chemically welded. The specifications of the floor covering 
manufacturer must be observed when carrying out the welding. Floor coverings can be immediately 
welded or sealed after installation.  

Installing design flooring and tiles 

Measure the room, divide the planks / tiles to fit. Mark the starting points of the first row of planks / 
tiles on the protective paper using a pencil. Place a straight edge along the starting points and 
align. Peel off the protective paper from Plurfilm Plus flat and straight up the steel rail and then 
tear off at an angle upwards along the steel rail. The straight line created serves as the contact line 
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for the first row of planks / tiles. Stack and roll up protective paper to minimize waste volume. Install 
the planks / tiles along the contact line without tension and press down by hand. Pull back 
protective paper continuously, flat and straight. Install the floor covering as described. If the 
installation is interrupted, the protective paper can be put back to protect the Purfilm Plus. After 
installing, rub down / roll cross-wise on the entire surface.     

Important Notes:                
An intact vapor retarder must be present beneath concrete substrates. Observe ASTM E-1745 09 
“Standard Specifications for Water Vapor Retarder Used in Contact with Soil or Granular Fill Under 
Concrete Slabs.”                                                     

Finish Installation 
Clean up all debris, take photographs and if required, protect the flooring from traffic and have the 
end user or representative sign a “Job Completion Ticket”.   

Storage: 
Store upright, dry, cool and out of direct sunlight. Repack opened rolls in the cardboard container. 


