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Purfilm Plus Primer 

General Information 

Purfilm Plus Primer is a ready to use ultra-low VOC water-based primer for use over absorbent 
substrates. Refer to the flooring documentation for confirmation of suitability; all are available at 
www.mattersurfaces.com.  

This product must be used for interior applications only and must be used only by professional 
commercial flooring installers that have sufficient professional liability insurance coverage (aka Errors 
and Omissions Insurance) for the project.   

All Safety Data Sheets (SDS) and installation, maintenance and warranty requirements must be read, 
understood and followed. 

These instructions supersede any verbal or written instructions from Matter Surfaces representatives 
and must be followed in order for the limited warranty to be in effect. 
 
Note: ASTM documents are available from www.astm.org. 

Technical Data 
VOC content < 10 g/L 
VOC emission Conforms to CDPH Standard Method (CA 01350) 1.2-2017; 5.0 mg/m³ or less TVOC 

emission 

Composition Polymer dispersion, preservation agents, additives and water 
Color  Wet: light blue Dry: transparent 

Packaging 1 gallon pail / 2.6 gallon plastic pail 
Shelf Life 12 months, unopened. Store indoors in dry, moderate conditions between 

temperatures of 50° F - 90° F (10°C - 32°C) 

Minimum 
Application 
Temp 

59° F (15° C) at floor level 

Drying Time Ready for self-leveling after 30 – 60 minutes. At 70° F and 65% relative humidity. 

Frost 
Resistance 

5 cycles, 28° F (-2° C) 

Limited 
Warranty 

Equal to the warranty years of the Matter Surfaces flooring, provided Purfilm Plus is 
listed in the product documentation.  No warranty is provided under any other 
circumstances. 

Coverage 1 gallon pail 
 
2.6-gallon pail 
 

Up to 600 ft² 
 
Up to 1,600 ft² 
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Document every process of the testing, preparation and installation with video or photographs. 

Warning 
The Occupational Safety and Health Administration (OSHA) has exposure limits for people exposed 
to respirable crystalline silica; these limits must be followed. All local, state and federal regulations 
must be followed, this includes but is not limited to the removal of in-place asbestos containing 
material. Do not install over a chemically abated subfloor, contact the Matter Surfaces technical 
department first. 

Substrate Preparation 
The substrate must be structurally sound, solid, dry, free from active cracks, clean and free of all 
contaminants, includin but not limited to dust, grease, oil, paint, wax, curing and sealing compounds, 
or cleaning solutioin residue that would impair adhesion.  and thoroughly vacuumed to be clean and 
free from debris that would impair adhesion. If necessary, mechanically prepare and clean the 
surface by grinding, shot blasting, or sanding, and thoroughly vacuum off all loose material and dust 
following OSHA recommended guidelines. Do not use sweeping compounds. Anu weakly bonded or 
soft surface material, such as loose patching compounds, leveling compounds, floor coverings, or 
coatings, must be removed. Do not apply this product over any acid-etched or chemically abated 
adhesive surfaces. Please contact customercare@mattersurfaces.com for additional information.  

Substrate Moisture Testing and Assessment 
Evaluate concrete substrates following ASTM F710 guidelines. Select a suitable moisture vapor 
retarder if required. Purfilm Plus Primer is not a vapor retarder and will allow water vapor diffusion. 
Always reference the limitations of the materials. If these limitations are in conflict, the most 
stringent requirements shall apply. 
 

Application 
1. Optimum product application conditions are 60°-77° F (16°–25° C) and relative humidity 

below 65%.  
2. Thoroughly shake container. 
3. Pour required amount of liquid into clean bucket. Purfilm Plus Primer is ready to use and 

must not be diluted with water. 
4. Apply a full, even coat of Purfilm Plus Primer on to the subfloor using the required 

application tool. 
5. Avoid any pooling. 
6. Coverage rate up to approximately 600 ft² per gallon. 
7. Clean tools with water immediately after use. 
8. Allow Purfilm Plus Primer to dry completely. 
9. Product has a minimum 12-month storage life in original packaging when stored indoors in 

dry conditions. 
Substrate Condition Application Tool Dry Time (at 70° and 65% 

RH 

Absorbent substrates & 

rough surfaces 

10” Nylon Roller or low 

pressure sprayer** 

30 to 60 minutes 

Highly absorbent such as 
gypsum concrete or shot 
blasted substrates. 

10” Nylon Roller or low- 
pressure sprayer** 

30 minutes 

** Sprayer application must be back-rolled immediately with a nylon roller. 
High temperatures and low humidity will accelerate drying. Low temperatures and high humidity will delay 

drying. 

Important Notes:                
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• Tightly reseal opened packaging and use the contents as quickly as possible. 

• High temperatures and low humidity will accelerate drying 
Low temperatures and high humidity will delay drying. 

• Do not apply to wet surfaces. Observe surface temperature at a minimum 5° F (3° C) above 
the dew point with temperature on the rise during application. 

• When using Purfilm Plus Primer, substrate conditions (surface profile, density or surface 
strength, in-service use) are recommended to be qualified before application of Purline 
Plus Primer. 

• Do not acid-etch surfaces or apply over chemically abated surfaces. 
• Ensure the primed surface remains clean, remove and dust contamination. 

• Not suitable for use as a moisture vapor retarder or pH barrier on concrete substrates.  

• Not suitable for use over wooden substrates, including, but not limited to plywood and 
oriented strand board (OSB). 

• Not suitable for application over water soluble adhesive residues. 

• Not for use in direct contact with one-component reaction resin wood flooring or floor 
covering adhesives. 

• The following standards, regulations and notices are applicable and recommended: 
o ASTM F710 Standard Practice for Preparing Concrete Floors to Receive Resilient 

Flooring. 
o ASTM F2170 Standard Test Method for Determining Relative Humidity in Concrete 

Floor Slabs Using in situ Probes. 
o ASTM F1869 Standard Test Method for Measure Moisture Vapor Emission Rate of 

Concrete Floor Slabs Using Anhydrous Calcium Chloride. 

Finish Installation 
Clean up all debris, take photographs and if required, protect the flooring from traffic and have the 
end user or representative sign a “Job Completion Ticket”.   

Storage: 
Store upright, dry, cool and out of direct sunlight. Repack opened rolls in the cardboard container. 


